
Material Polyamide 6.6 (PA66)

Colour Black (BK)

Operating Temperature -50 °C to +135 °C

Material Chloroprene (CR)

Colour Black (BK)

Operating Temperature -40 °C to +135 °C 

P r o t e c t i o n

He laGuard  Acce s so r i e s
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Article-No. Type Conduit Ø Pack Cont.

166-50800 PAEC16 16 10

166-50801 PAEC21 21 10

166-50802 PAEC28 28 10

166-50803 PAEC34 34 10

166-50804 PAEC42 42 10

166-50805 PAEC54 54 10

All dimensions in mm. Subject to technical changes.

Article-No. Type
Thread Size

(metric)
Thread Size

(PG) Pack Cont.

166-50500 AWS-M12 M12 – 100

166-50501 AWS-M16 M16 – 100

166-50502 AWS-M20 M20 – 50

166-50503 AWS-M25 M25 – 10

166-50504 AWS-M32 M32 – 10

166-50505 AWS-M40 M40 – 10

166-50506 AWS-M50 M50 – 10

166-50507 AWS-M63 M63 – 10

166-50508 AWS-PG7 – PG7 100

166-50509 AWS-PG9 – PG9 100

166-50510 AWS-PG11 – PG11 100

166-50511 AWS-PG13 – PG13.5 100

166-50512 AWS-PG16 – PG16 50

166-50513 AWS-PG21 – PG21 10

166-50514 AWS-PG29 – PG29 10

166-50515 AWS-PG36 – PG36 10

166-50516 AWS-PG42 – PG42 10

166-50517 AWS-PG48 – PG48 10

All dimensions in mm. Subject to technical changes.

halogenfree

HelaGuard
PAEC End Caps for Corrugated
Conduits
Features and Benefits

• Snaps over end of conduit when not ter-

minated with fitting

• Provides smooth entry to prevent damage

to cables

HelaGuard PAEC End Cap.

AWS Chloroprene Sealing
Washers

HelaGuard AWS Chloroprene Sealing Washers.

HelaGuard

Features and Benefits

• Protects against water and dust

• For PG and metric thread

• Resistant to oil

halogenfree
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